
D E S I G N E D  I N  M E L B O U R N E  F O R  A L L  A U S T R A L I A N  H O M E S 

FEATURES
248L total net capacity
Heavy Duty Door-on-door Hinge
Easy-fit integrated design
Effective ventilation
Frost free freezer 
Low noise 41dB
LED Lighting

STORAGE FEATURES
1 × Fridge crisper drawer
4 × Adjustable glass shelves
2 × Freezer storage drawers
1 × Sliding freezer box
Convenient door trays

STORAGE CAPACITY
180L Refrigerator / 68L Freezer 

NOISE LEVEL
Quiet 41dB

PRODUCT DIMENSIONS
Physical (w, d, h mm):
› 540 × 545 × 1785
Packaging (w, d, h mm):
› 580 × 585 × 1845

TEMPERATURE
Refrigerator:
›  Easy-slide temperature control: 

8° C – 2° C
Freezer:
›  Intelligent auto-temperature: 

-16° C – -24° C

REQUIREMENTS
Rated Power: 220–240V/50Hz
Supplied with 10A plug

PRODUCT WEIGHT
Gross Weight: 67.5kg
Net Weight: 63.5kg

ENERGY EFFICIENCY
Energy Rating (MEPS): 
3 stars

INSTALLATION
See below diagram
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Installation
Placement

•  Transport: Use a padded trolley to protect the 
refrigerator during moving.

•  Packaging materials: Remove all packaging 
materials and bottom pad of the refrigerator 
and carry them indoors.

•  Two person installation: Use two or more 
people to move and install the appliance.  
Failure to do so can result in injury. 

•  Floor surface: This appliance must be properly 
positioned on a dry, sturdy, level surface that is 
strong enough to support it when fully loaded. 

•  Ventilation: To ensure proper ventilation, keep 
any ventilation openings, in the appliance 
enclosure or in the built-in structure, clear of 
obstructions. Ensure adequate air circulation 
around the appliance to prevent overheating.

•  Clearances: Ensure that air can circulate 
freely around the back of the cabinet, which 
is necessary to cool the compressor and 
condenser. Refer to the diagrams for cabinet 
installation requirements within this section.

•  Keep the refrigerator still for half an hour 
before connecting it to a power supply. 

•  Run the refrigerator between 2-3 hours 
(or above 4 hours in summer when the 
temperature is higher) before placing fresh or 
frozen food into the appliance.

DO NOT install/use the appliance in the following 
locations/situations: 
• In moist areas or areas of high humidity. 
•  In a recreational vehicle, or for use with an 

inverter. 
•  In direct sunlight, near heat sources, next to an 

open flame, cooking or heating appliance, or 
near any other source of high heat. 

•  Direct sunlight may increase the unit’s power 
consumption. For best energy efficiency install 
the appliance in the coolest area of the room. 

•  In an area with extreme cold ambient 
temperatures. 

•  In an area with excessive moisture and high 
humidity. Make sure it is protected from 
elements such as wind, rain, water spray  
or drips. 

•  In an area where petrol or other explosive  
and/or flammable liquids or fumes are used  
or stored. The fumes can create a fire hazard  
or explosion.

Refrigerator dimensions (in millimetres)
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Cabinetry dimensions (in millimetres)

• •

≥  

A = Thickness of cabinet plank
B = Thickness of cabinet side plank
H = 1780 + 2A

The images in this User Manual is for your reference only. Your actual product may appear differently.
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The thickness of the 
hinge needs to be less 
than 20mm

Cabinet vent ≥ 200cm2
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